Installation/Removal of the A794 Printer





To install or uninstall the A794 printer, you will need to log on to the NT computer as ‘administrator’. 


Insert the A794 Setup diskette into the floppy drive of the computer.


Using Explorer, find and run the setup.exe program (a:\setup.exe).  After the copyright notice, the following dialog box should appear:
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To install the printer and all necessary drivers, choose the Install option. The following dialog box should appear:
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The default printer name is Axiohm A794. It may be modified.


Choose the printer port on which the printer will reside from the drop down Printer Port list box.


Click the OK button to install, or the Cancel button to exit.


Reboot the system to enable the changes to take effect.





To Uninstall an A794 printer, choose the Uninstall option. The following dialog box should appear:
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Choose the name of the printer to Uninstall from the list box of all available printers currently on the system.


Click the OK button to uninstall, or the Cancel button to exit.


Reboot the system to enable the changes to take effect.








Copy the application ThreadTestA794.exe and Axiohm794.dll to a local directory of your choice.





Run the application from the Explorer.









































To Install Multiple printers


Follow steps 1 thru 4.


Choose a unique name for the printer and a printer port on which the printer will reside.


Click the OK button to Install, or the Cancel button to exit.


If you get the following dialog box click OK and continue.
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Reboot the system to enable the changes to take effect.
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